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Barrier made of Plastic

according to EU regulations

“Typ EXPORT*

- particularly economic, by long lifetime
and easy, fast handling, weight approx. 18 kg
- turnable feet are assembled tightly at the barrier,
no additional bases are needed
- unique the production, only form conclusive
connections of the individual components,
no screws or blanks required
- barrier on request with reflective film
classe 1 (EG), 2 (HI) or 3 (DG) *
- UV resistant basic material, blow moulded HDPE
- default hook / eye connection,
- differences in altitude are able to compensate
- standard length of 2.0 m, standard colour white or orange
- space-saving transportation (45 pcs. on a pallet)
- fastening of lights in patented hold bags
- no electrical tension connection
- at return delivery free, recycling free of charge by WEMAS

*EG=engineer grade
*HI=high intensity
*DG=diamond grade



Dispatch and transportation
of the barrier.
pallets with 45 pcs.

(per truck or 40 'container
approx. 500 pcs. Barrier)

Working example for the barrier,
corner connection (90°) at lengthways sealing

Easy handling although
on small transportation
vehicles, measurements
total 2.100 x 1.050 mm

(25 pcs. pallet

Assembly of WEMAS
warning lights

with patented hold bags
on the back of the barrier

WEMAS barrier Type Export

made of blow moulded plastic (HDPE),
standard design in white, orange

further colours are deliverable on enquiry,
if necessary including reflective film

305.560432.20.01

305.560432.20.00

305.560432.20.51

305.560432.20.50

305.560000.00.02

barrier white

2000x1000 mm, including film classe 1
barrier white

2000x1000 mm, without film

barrier orange

2000x1000 mm, including film classe 1
barrier orange

2000x1000 mm, without film

sustitute base

including link piece



